
CORNER INSTRUCTIONS
1600 SYSTEM             
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PART NUMBER

2

ORDER:

SHT:

DRAWING:

162-973  1 OF 3

USE THESE INSTRUCTIONS IN CONJUNCTION
WITH INSTALLATION INSTRUCTIONS 162-971.

90° OUTSIDE CORNER         
SHEAR BLOCK ASSEMBLY

90° INSIDE CORNER         

A A

A A

6" SYSTEM

7 1/2" SYSTEM

162-405
SHEAR BLOCKS

028-843
SCREWS

128-396
SCREWS

128-396
SCREWS

SCREWS
028-843

SHEAR BLOCKS
162-405

162-255
INTERIOR
COVER AT
VISION ONLY

SECTION A-A

28-843 SCREW
#12 x 1/2" UNDERCUT
FLAT HEAD TYPE B

128-396 SCREW
12 x 7/16"
PAN HEAD TYPE B

SHEAR
BLOCK

EXTRUSION

EXTRUSION
162-101

EXTRUSION
162-254

SHEAR BLOCK ASSEMBLY

128-396
SCREWS

7 1/2" SYSTEM

028-843
SCREWS

A

EXTRUSION
162-256

A

162-405
SHEAR BLOCKS

162-108
EXTRUSION

SCREWS
128-396

6" SYSTEM

028-843
SCREWS

A

EXTRUSION

VISION ONLY
COVER AT
INTERIOR
162-257

A

162-405
SHEAR BLOCKS

7 1/2" SYSTEM

SCREWS
128-396

SCREWS
028-843

A

EXTRUSION
162-107

SHEAR BLOCKS
162-406

A

162-105

128-396
SCREWS

6" SYSTEM

028-843
SCREWS

A

SHEAR BLOCKS

A

162-406

EXTRUSION

135° OUTSIDE CORNER         

SHEAR BLOCK ASSEMBLY

LINE OF
HORIZONTAL 
AT 1/4" GLASS
FRAME MEMBERS

90° OUTSIDE
CORNER

EXTRUSION
162-102 SCREW

028-336

90° INSIDE
CORNER

EXTRUSION
162-109

028-523
SCREW

FRAME MEMBERS
AT 1/4" GLASS
HORIZONTAL 
LINE OF

SPANDREL ADAPTERS       

FRAME MEMBERS
AT 1/4" GLASS
HORIZONTAL 
LINE OF

SPANDREL ADAPTERS       

CORNER
135° OUTSIDE

CORNER
135° INSIDE

028-599
SCREW

162-113
EXTRUSIONSCREW

128-348
162-106
EXTRUSION

7 1/2" SYSTEM

SCREWS
128-396

SCREWS
028-843

A

SHEAR BLOCKS
162-406

A

162-112

6" SYSTEM

128-396
SCREWS

SCREWS
028-843

A

FRAME MEMBERS
AT 1/4" GLASS

162-114
EXTRUSION

HORIZONTAL 
LINE OF

SHEAR BLOCKS

A

162-406

135° INSIDE CORNER         

EXTRUSION

SHEAR BLOCK ASSEMBLY
GLAZING TEMPORARIES ARE NOT INCLUDED
FOR CORNER CONDITIONS.

NOTE:
USE TUBLAR HORIZONTALS WHERE POSSIBLE. WHEN USING
OPEN BACK HORIZONTALS AT CORNER MULLIONS, OPEN BACK
FILLER AND HORIZONTAL MAY INTERFERE WITH SHEAR BLOCK.
NOTCH PARTS FOR CLEARANCE AS NECESSARY.
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ORDER:
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USE THESE INSTRUCTIONS IN CONJUNCTION
WITH INSTALLATION INSTRUCTIONS 162-971.

90° OUTSIDE CORNER         

90° INSIDE CORNER         

B B

C C

PRESSURE
PLATE

162-310
THERMAL
BREAK

SECTION B-B

SECTION C-C

JOINT
PLUG

INSTALLATION SEQUENCE                       

1-SEAL VERTICAL MULLION GROOVES AND HORIZONTAL
  END AS SHOWN IN INSTRUCTIONS 162-971 ON SHEET
  #5, STEP #9.
2-INSTALL JOINT PLUGS USING THE 162-310 THERMAL
  BREAK TO HOLD THE PLUG IN PLACE.
3-SEAL JOINT PLUG AND THERMAL BREAK JOINTS AS
  SHOWN.
4-DURING GLAZING, PRESSURE PLATE TO BE CUT AS
  SHOWN AND COMPLETELY SEALED.

1" GLASS FRAME
MEMBERS SHOWN
1/4" FRAME MEMBERS
SIMILAR.

SEAL

162-310 THERMAL BREAK SQUARE CUT

PRESSURE PLATE

162-407 JOINT PLUG

SEAL

SEAL

SEAL

SEAL

C

B B

C

SEAL

SEAL

JOINT PLUG ASSEMBLY         

MITER
162-310
THERMAL
BREAK

MITER
PRESSURE
PLATE

162-407
JOINT
PLUG

FRAME MEMBERS
1" GLASS   
JOINT PLUG
ALUMINUM
162-407

FRAME MEMBERS
1/4" GLASS

162-409
ALUMINUM
JOINT PLUG

90° CORNERS90° CORNERS
FRAME MEMBERS
135° CORNERS

JOINT PLUG
1" GLASS   

ALUMINUM
162-408

1/4" GLASS
FRAME MEMBERS
135° CORNERS

JOINT PLUG
ALUMINUM
162-410

135° OUTSIDE CORNER         

135° INSIDE CORNER         

B

C

B

C
B

B

C

C

SEALSEAL

SEAL

SEAL

SEAL

SEAL

BREAK
THERMAL
162-310
MITER

PLATE
PRESSURE
MITER

JOINT PLUG
162-408

JOINT PLUG
162-408

PRESSURE PLATE

162-310
THERMAL BREAK
SQUARE CUT

TYPICAL HORIZONTALS
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USE THESE INSTRUCTIONS IN CONJUNCTION
WITH INSTALLATION INSTRUCTIONS 162-983

90° OUTSIDE CORNER         

90° INSIDE CORNER         

B B

C C

PRESSURE
PLATE

162-310
THERMAL
BREAK

SECTION B-B

SECTION C-C

JOINT
PLUG

INSTALLATION SEQUENCE                       

1-SEAL VERTICAL MULLION GROOVES AND HORIZONTAL
  END AS SHOWN IN INSTRUCTIONS 162-971 ON SHEET
  #5, STEP #9.
2-INSTALL JOINT PLUGS USING THE 162-310 THERMAL
  BREAK TO HOLD THE PLUG IN PLACE.
3-SEAL JOINT PLUG AND THERMAL BREAK JOINTS AS
  SHOWN.
4-DURING GLAZING, PRESSURE PLATE TO BE SQUARE         
  CUT AS SHOWN AND COMPLETELY SEALED.

1" GLASS FRAME
MEMBERS SHOWN
1/4" FRAME MEMBERS
SIMILAR.

SEAL

162-310 THERMAL BREAK SQUARE CUT

PRESSURE PLATE SQUARE CUT

162-467 JOINT PLUG

SEAL

SEAL

SEAL

SEAL

C

B B

C

SEAL

SEAL

JOINT PLUG ASSEMBLY         

MITER
162-310
THERMAL
BREAK

MITER
PRESSURE
PLATE

162-467
JOINT
PLUG

FRAME MEMBERS
1" GLASS   
JOINT PLUG
ALUMINUM
162-467/473

FRAME MEMBERS
1/4" GLASS

162-469/475
ALUMINUM
JOINT PLUG

90° CORNERS90° CORNERS
FRAME MEMBERS
135° CORNERS

JOINT PLUG
1" GLASS   

ALUMINUM
162-468/474

1/4" GLASS
FRAME MEMBERS
135° CORNERS

JOINT PLUG
ALUMINUM
162-470/476

135° OUTSIDE CORNER         

135° INSIDE CORNER         

B

C

B

C
B

B

C

C

SEAL
SEAL

SEAL

SEAL

SEAL

SEAL

BREAK
THERMAL
162-310
MITER

PLATE
PRESSURE
MITER

PLUG
JOINT
162-469

JOINT
PLUG

162-469

PRESSURE PLATE SQUARE CUT

162-310
THERMAL BREAK
SQUARE CUT

AND INSTALLATION INSTRUCTIONS 162-971.

EXTERIOR FRAME PERIMETERS

473

467

475

469

474

468

476

470
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