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ORDER:

SHT:

DRAWING:

USE THESE INSTRUCTIONS IN CONJUNCTION
WITH INSTALLATION INSTRUCTIONS
162-970 SHEETS 1 THRU 9 AND
162-971 SHEETS I THRU 12

1-3/4"

1-3/4"

162-983 1 0F 1

2

EXTERIOR FRAME

HEAD

SILL

SHEAR BLOCKS
162-384 6" SYSTEM
162-385 7-1/2" SYSTEM
INSTALL PER INSTRUCTIONS
162-970 STEP 4
162-971 STEP 4

INSTALL HEAD AND SILL
HORIZONTALS AS SHOWN

ROTATE AND

VERTICAL
JAMB

WIND LOAD CLIPS
AS REQUIRED

VERTICAL SPLICE
SLEEVES AS
REQUIRED
REFERENCE INSTRUCTIONS
162-970 STEP 7
162-971 STEP 7

JOINT PLUG

BREAK EDGES

SEAL AROUND

AND THERMAL

JOINT PLUGS
162-512 1" FRAMING
162-514 1/4" FRAMING

REFERENCE INSTRUCTION
162-970 STEP 9

SEAL AROUND JOINT PLUG
EDGES AND SET THERMAL BREAK
IN SEALANT AT JOINTS
TOOL SEALANT

INSTALL VERTICAL PRESSURE PLATE
GASKETS PER STEP 14 IN
INSTRUCTION 162-970 EXCEPT
STOP VERTICAL GASKETS SHORT
DIMENSION SHOWN BELOW

REMAINDER OF STEPS TO BE PER
INSTRUCTIONS 162-970 AND
162-971

DO NOT LET THE SEAL
SHORT OF END.

C-C

027-850
GASKET

GASKET
027-857

E-E

027-850
GASKET

INTERFERE WITH THE COVER SNAP.

INTERFERE WITH THE COVER SNAP.

DO NOT LET THE SEAL

FACE VIEW

VERTICAL GASKET
STOPS 1-3/4"

C

SILL SAME

MANUFACTURER'S
RECOMMENDATIONS

JOIN AND ADHERE
THIS SEAL IS TO

SEAL JOINTS AS

D-D

C

E

PER SEALANT
CLEAN JOINT
PLUG SEALS.
TO THE JOINT

SHOWN. TOOL
SEALANT

D

E

D

HEAD HORIZONTAL  

TOOL SEALANT

162-515 1/4" FRAMING
162-513 1" FRAMING
JOINT PLUGS

THERMAL BREAK TO HOLD
JOINT PLUG IN PLACE

THERMAL BREAK TO HOLD
JOINT PLUG IN PLACE

SSG VERTICAL

CAPTURED VERTICAL

162-970
REFERENCE STEP 17 INSTRUCTIONS

JUST PRIOR TO
VERTICAL PRESSURE
PLATE INSTALLATION
APPLY A GENEROUS

AMOUNT OF SEALANT
TO THE FACE OF THE

THERMAL SEPARATOR
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